GENERAL FEATURES

New design
Full orifice flanged solenoid valves
37, 4", 6" and 8” connection

sclenoid valves are 2 /2 way normally epen and pilot operated

Suitable for water and air
Working Temperature: -10°C / +80°C

Not suitable fer use with dangercus fluid listened in Greup 1

Minimum operating differential pressure 1 and 1,5 bar
High reliability, quality and perfermance; leng life, corrosion resistance

Wide pressure rating, flow rate and crifice eptien

Coils interchangeable

Solencid valves must be used with filtered fluids.

Solencid valve can be mounted in any pesition without affecting operation;

vertical with ceil upwards preferred.

Standard pipe cennection is G (BSP) (ISO 228-1) and on request; other pipe

cennection are available (NPT (ANSI 1.20.3))

ELECTRICAL CHARACTERISTICS

Continuous Duty: ED %100

Coil Insulaticen Class: H (180°C)

Coil Impregnaticn: Polyester Fiber Class

Coil Encapsulaticn Material: Fiber Glass Reinforced
Ambient Temperature: frem -10°C, +160°C

Pretection Degree: IP65 (IS0 60529) , on request; IP63

Electric Plug Cennection: DIN 46340 3-poles cennecter (DIN 43650)
Connector Specification: 130 4400 / EN 175301-803 Form 4, Spade Plug (Cable @#6-8 mm)

Electrical Safety: IEC 335
Standard Voltages: For AC 12V, 24V, 48V, 110V, 230V

DC 12V, 24V, 48V, 110V

Other voltages on request;
Voltage Tolerances: For AC -15%, +10%

Frequency: 50 Hz, cther frequencies cn request; (60 Hz...)

For DC-5%, +10%

Other request; cennector with LED
Specify coil voltage with crder

MATERIALS ON CONTACT WITH FLUID
Bedy: Iren cast

Internal Parts: Stainless Steel and Brass
Sealing: NBR

Shading Ring: Copper

Core, Tube, Spring: Stainless Steel

TECHNICAL FEATURES

Max Viscoesity: 5°E (~37c¢ST or mm?/s) DN L c B A d
B O s 1000 03000 w0 |0 [0 76 [ | 1
100 305 365 208 180 18
150 390 450 300 240 22
200 475 550 385 295 22
Valve Type Connection Orifice Pressure Fluid Temperature
/fOrder no Size Size min/max Kv min/max Seal Weight
G mm bar bar It/min °c kg
3" 80 1 6 3380 -10 +80 NBR 20,7
4" 100 1 6 3610 -10 +80 NBR 22,3
6" 150 1 6 7450 -10 +80 NBR 54,2
8" 200 1 6 14600 -10 +80 NBR 84,9
3" 80 1,5 16 3380 -10 +80 NBR 20,7
4" 100 1,5 16 3610 -10 +80 NBR 22,3
6" 150 1,5 16 7450 -10 +80 NBR 54,2
8" 200 1,5 16 14600 -10 +80 NBR 84,9
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